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Physical-chemical Data

Properties Units Typical Value Standardization
Specific surface area (BET) m?/g 200+25 GB/T10722
pH-value (in 4% dispersion) 3.8-4.5 GB/T1717

Loss on drying, ex works( 2h @ 105°C) wit% <1.5 GB/T5211.3
Loss on ignition(2h @ 1000,based on material dried for 2h @ 105C) wit% <2.5 GB/T20020
Sieve residue (45um) % <0.05 GB/T5211.14
SiO, content (based on the substance heated at 1000°C for 2 h) wit% >00.8 GB/T20020
Tamped density (based on material dried for 2h @ 105°C) g/L 25~60 GB/T5211.4
Carbon content (based on material dried for 2h @ 105C) wt% <0.2 GB/T20020

Applications and properties Packing and Storage

® : . .
Applications REXSIL 200 is packaged in multiple layer kraft paper

10kg bags on pallet, and should be stored in the
¢ Paints and coatings original packaging in dry storage areas for protecting
Unsaturated polyester resins, laminating resins and gel e material from volatile substance.
coats
silicone rubber
Adhesives and sealants
Printing inks
Cable compounds and cable gels
Plant protection

Properties

e Rheology and thixotropy control of liquid systems,
binders, polymers, etc.

e Used as anti-settling, thickening and anti-sagging agent

e Reinforcement of HTV- and RTV-2K silicone rubber

e Improvement of free flow and anticaking characteristics
of powders

Packing: 10 Kg Bags

Remarks: The above data is only for reference.The test is necessary before use.
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